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IC25-DIP-FLEX  IC50-DIP-FIXED

50mm
1R1G1B
400
5,000 cd/m?
1%40
DIP346

H: 100 V:50

24*2,000 2000*25mm

2,300 g

IC100-DIP-FIXED
100 mm
2R2G2B
100
500 cd/m?
20*1 16*1
DIP346
Real (static) Duty
H: 120 V:120
1,600*25mm

800%2,000 1500*2000mm 1500*600mm

16*40 dots/m?
396w
48 5kg
IP65/1P44
>1,000Hz

800mm
Modelo IC16-DIP-FIXED |C20-DIP-FIXED
Pixel pitch 16.667 mm 20 mm 25mm
Configuracion pixel 1R1G 1B 1R1G 1B 1R1G 1B
Densidad pixeles/m? 3,600 2,500 1,600
Brillo 5,000 6,500 5,000
Resolucion del modulo
Tipo de LED DIP346 DIP346 DIP346
Driving method Real (static) Duty Real (static) Duty  Real (static) Duty Real (static) Duty
Angulo de vision H: 110 V:50 H: 110 V:50 H: 110 V:50
Tamafio del modulo 190*400 200%400 190*400
Potencia del modulo 28w 45w 27.5w
Peso del modulo 910¢ 950 g 8909
Tamario del gabinete 800*800 1200*1200 800*800
Resolucion del gabinete 48*48 dots/m? 60*60 dots/m? 32*32 dots/m?
Potencia del gabinete 280w 675w 275w
Peso del gabinete 15.5 kg 40 kg 15.5 kg
Proteccion intemperie |P65/IP44 IP65/IP44 IP65/IP44
Actualizacion frecuencia =1,000Hz =1,000Hz =1,000Hz
Escala de grises 16,384 niveles 16,384 niveles 16,384 niveles
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Consumption Refresh Rate  Maintenance ~ Gray Scale

Ultyra Thin  INTEGRALED 1P65
Ultra Light

1520 15*15 dots/m?

20kg 19kg
IP65

= 500Hz
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